
 Job Number:_____________________________________________   Location: ________________________________________________________________________

•	 Metropolis draft towers have a distinctive art deco style.

•	 The draft tower is a marketing took, not just a bar fixture.

•	 Exterior finish will provide years of durable service.

•	 All stainless steel contact with the beer for the ultimate in draft purity.

www.micromatic.com   •   1 (866) 327-4159

Certified 
by the National 
Sanitation Foundation

Stainless Steel 
Beer Contact

The integrated Kool-Rite module provides 
optimum cooling at the point of dispense. 
The module construction makes the installation 
process as simple as PLUG “N” POUR.

METROPOLIS T - 8 FAUCET 24”

DRAFT TOWER

METROPOLIS T - 8 FAUCET 24”

 Faucet knobs not included.

METRO-T-8PVDKR
PVD Brass

METRO-T-8PSSKR
Polished Stainless Steel



Specifications
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Dimensions 

01505-D0714 

Part No. Faucets Finish Dispense System Shipping Weight Box Dimensions

METRO-T-8PSSKR* 8 Polished Stainless Steel Kool-Rite (Glycol)
22 kg 1143mm L x 927mm W x 406mm H

48 lbs 45”L x 36 1/2”W x 16”H

METRO-T-8PVDKR* 8 PVD Brass Kool-Rite (Glycol)
22 kg 1143mm L x 927mm W x 406mm H

48 lbs 45”L x 36 1/2”W x 16”H

*           Certified
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8 Beer Lines / 1 Glycol Loop

Glycol:
9.5mm (3/8”) O.D. Copper
with 9.5mm (3/8”) Barb Fittings

Beer:
6.4mm (1/4”) O.D. Stainless Steel 
with 6.4mm - 9.5mm (1/4” - 3/8”) 
Tapered Barb Fittings


